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item no. Color EAN MSRP (19%)

6048 Silver 4003635060483 89.00 €

MSRP (19%): 89.00 

4K SIGNAL DISTRIBUTOR FOR 
HDMI
HIGHWAY SPLITTER

If you want to output HDMI® signals in crystal-clear 4k resolution (2160p / Ultra HD) 
on two devices (such as TVs and beamers) in parallel, you can‘t avoid the HighWay 
Splitter, a 1:2 HDMI® signal distributor from Oehlbach. High-quality, carefully selected 
components are housed in a solid metal case and guarantee high-quality signal 
transmission. 24 carat gold-plated contacts ensure optimum transmission reliability. 
In addition to video signals, starting from 480i SD signals up to 4k@60Hz (Ultra HD 
/ 2160p), double the HighWay Splitter also all common audio formats, be it Dolby 
Digital, DTS, Dolby True HD, DTS-HD MA, PCM or even DSD (Direct Stream Digital).

Packaging size 40.00mm / 140.00mm / 225.00mm

Weight (net)  273 g

Colour  Silver 

Housing material  Ultra thin single conductors 

Scope of delivery  HDMI distributor, user manual, power supply 

Air humidity range  0 bis 95 %

Audio format  Controle LED, Dolby True HD, Dolby Digital Plus, 5.1 DTS 
HD, Dolby Pro Logic II, DTS:X, Dolby Atmos, Dolby Digital, 
DTS-HD High Resolution Audio, DTS-HD Master Audio, DTS 
HD, Dolby TrueHD, DTS 

Screen resolution  4K UHD 50/60 Hz 

HDMI Features  HDR - High Dynamic Range Image, Dolby Vision, 3D TV, 
18 GBit/s data rate, 3D TV at 4 K resolution, High-Speed-
HDMI®-cable 

Features  24kt gold plated contacts , German Technology 

Input voltage  5 V

Input power  5 W

Input current  1 A
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The terms HDMI®, HDMI High definition Multimedia Interface® and the HDMI® Logo are trademarks or registered trademarks of 
HDMI Licensing LLC in the United States and other countries.  


