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item no. Length Color EAN MSRP (19%)

10840 2 m Petrol Blue / Anthracite 4003635108406 299.00 €

10841 3 m Petrol Blue / Anthracite 4003635108413 349.00 €

10842 5 m Petrol Blue / Anthracite 4003635108420 399.00 €

EXCELLENT SPEAKER CABLE 
SET WITH INTERCHANGEABLE 
PLUGS BANANA/CABLE LUG
TRANSFORM DUAL-PLUG
STEREO

One Cable - Four Connections - Infinite Possibilities Our new Transform Dual-Plug 
speaker cable is the game-changer for your home entertainment. Two cable strands, 
each consisting of four individually stranded and insulated OFC strands, form the 
inner workings of the new Excellence cable. From the outside, these are protected by 
a high-quality fabric jacket in an elegant design. 

OFC is a high-purity, oxygen-free copper, which is perfectly suited as an inner 
conductor material due to its excellent electrical conductivity and particularly low 
resistance. There are two screw threads at both ends of the cable, which can be 
individually equipped with the supplied adapters (a total of 8x banana plugs and 8x 
cable lugs). Both the screw threads and the adapters have 24 ct gold plating to ensu-
re maximum contact reliability. The solid metal plug of the adapters also contributes 
to this. 

With the freedom to choose between banana plugs and cable lugs at both ends, 
we achieve an unmatched dimension of freedom in home entertainment with our 
Transform Dual-Plug. 

Resilience  bis 350 W

Connector material  solid metal plug, gold-plated connector plug 

Colour  Petrol Blue / Anthracite 

content  2 pieces 

Inner conductor material  OFC - oxygen-free copper  

cable geometry  Flat 

cable cross section  2 x 6.0 mm² 

Features  Stereo speaker cable , German Technology 

cable material  Solid plastic casing 

Cable diameter  4 mm

SIGNAL DIRECTION2 x cable 
shoe

2 x bana-
na plugs

Bi-Directional


